Barnesville Office ‘ st Clairsville Office : ‘ Ne 0232
62859 SR 800 N MM@ 67679 Clark Rd
Barnesville, OH 43713 St Clairsville, OH 43950 L]
Maintenance
800-901-7873 Q M ﬁ Fax 740-695-5326
Checklist

Customer:
Address:

City, St & Zip:
Phone(s):

SR S Equipments s T e e e S e PN Gmbar oy __ Serial Number

Season Performed: Spring [[] Summer [] Fall [] Winter []

Servicing Today: Gas [] LP Gas [] A/C [[] Heat Pump [] Geothermal Joil[]

Indoor Coil Clean: Yes [] No [] Cleaned:

Outdoor Coil Clean: - Yes [ | No [ | Cleaned:

Wiring: Volts: Amps:

Hot Surface Igniter: Amps: Ohms Cold:

Checked for Burnt Wires: Yes [ ] No[] Fixed:

Checked Indoor Blower: Clean [] Dirty [] Clogged [] Belt Driven [ ] Direct Drive (=]

Checked Air Filter: Clean [] Dirty [] Clogged [] Replaced []

Filter Size: Oil Motors: Yes [ | No[]

Checked Freon: Outdoor Temp: Return Air Temp: S/A Temp:

Suction Pressure: Suction Temp: = Super Heat:
Head Pressure: Liquid Line Temp: = Sub Cooling:
Metering Device/TXV Orifice:
Checked Reversing Valve / Switches Back & Forth: Yes [INo[]
Checked Outdoor Fan for Cracks: [ |

Sensors: Ohms Temps
Outdoor
Liquid Line
Discharge |
Removed & Cleaned Pilot Light Assembly? Yes [ ] No []
Removed & Cleaned Burner? Yes [ No[]
Flue Pipes in Good Shape and not Leaking? Yes [ ]No []
Checked for Cracks in Heat Exchanger? Yes [ ] No []
Checked All Safety Controls? Yes [ ] No[]
Verify Module Safety Lockout does Lockout?  Yes [ ] No[]
Checked and Cleaned Drain Trap? Yes []No []
Checked Draft Motor and Qil? Yes [ ] No [] Amps:
Checked Electrical Elements? Volts: Amps #1 #2 #3 #4
Oil - Remove and Clean Nozzle Assembly and Set Electrodes: Yes [ ] No[]
New Nozzle: New Oil Line Filter: Small [] Large []

Test Oil Pump Pressure:
Test CAD Cell Ohm While Running:
Test Primary Control, Safety Time Out: Seconds
Check Humidifiers and PAD #: Working [] Not Working []

Technician Name Tl i O e



